
 

Kurulum Kılavuzu 
 
 Ürün Tipi : Adaptör（Ürün ailesi：GE, GEM, GS, GSM, GST, OWA, SGA, SGAS, GP, GC, NGE） 
 
 Giriş  

Adaptörler elektrikli ekipmanları beslemek için dizayn edilmiş harici anahtarlamalı güç kaynaklarıdır. 
Mean Well adaptörler endüstriyel, neme dayanıklı ve medikal olarak üç gruptur. 

 
 Kurulum 
 

（1）Adaptörün DC kablosunu ekipmana bağlamadan önce adaptörün AC güç kablosunun bağlantısını 
kesip ekipmanın ve adaptörün voltaj ve akım değerlerinin doğruluğunu kontrol ediniz.   

（2）Adaptör ve güç kablosunun bağlantısının ve DC fişinin bağlantısının doğru bir şekilde 
yapıldığından emin olunuz.  

（3）Güç kablosunu darbelere ve ezilmelere karşı koruyunuz.  
（4）Aşırı ısınmayı önlemek için güç kaynağının yeterli şekilde soğutmasının yapıldığından emin olunuz. Güç 

kaynağı herhangi ısı kaynağı oluşturabilecek cihazdan  10-15 cm uzak olmalıdır..  
（5）Kullanılan güç kablosu SVT, 3G×18AWG ya da H03VV-F, 3G×0.75mm2 değerlerinde veya daha iyi  

olmalıdır. 
（6）Eğer adaptörün bağlı olduğu elektrikli ekipman uzun süredir kullanılmayacak ise herhangi bir ani 

voltaj yükselmesi veya şimşek çarpması sonucu oluşabilecek hasarlardan kaçınmak için 
adaptörün ve adaptör ile ekipmanın bağlantısını kesiniz.   

（7）Ürünler ile ilgili detaylı bilgilere ulaşmak için lütfen “ www.meanwell.com “ adresini ziyaret ediniz. 
 
 Uyarı!! 
 

（1）Kullanıcı ve ürün sağlığı açısından nitelikli teknisyen haricinde kendiniz açmayınız!   
（2）Ürünler herhangi bir elektrik çarpması veya yangın riskinden kaçınmak için yabancı maddelerden  

ve sıvılardan uzak tutulmalıdır.  
（3）Yanlış DC fişini kullanmak yada bu fişi zorlamak elektronik cihazda hasara sebep olabilir. Doğru DC 

fişini öğrenmek için www.meanwell.com adresinden ürünün teknik dokümanını inceleyebilirsiniz.  
（4）Adaptör düzgün bir zemine konumlandırılmalıdır düşme ve çarpma gibi durumlarda  ürün zarar  

görebilir.  
（5）Lütfen adaptörü yüksek nemli ortamlardan ve suya yakın ortamlarda çalıştırmayınız.  
（6）Lütfen adaptörü yüksek sıcaklık olan ortamlara ve ısı kaynağının yakın ortamlarda çalıştırmayınız. 

Güç kaynağının çalışabileceği max. ve min. sıcaklık değerlerini öğrenmek için teknik dokümanları 
inceleyiniz.  

（7）Çıkış akımı ve çıkış gücü, teknik dokümanlardaki nominal değerleri aşmamalıdır.  
（8）Ürünü temizlemeden önce şebeke ile bağlantısını kesiniz. Sadece nemli bez ile temizleyiniz. 

Spreyli veya sıvı temizleyici kullanmayınız.   
（9）BSMI sertifikalı adaptörleri ile kullanılan çevre ekipmanlarının ateşe dayanıklılık özelliği V1  

standartında veya daha yüksek olmalıdır. Ürün mesken ortamlarda radyo parazitine sebep olabilir.  
（10）Ömrü tükenmiş ve çalışmayan ürününüzü çöpe atmak yerine yetkili yerel bir geri dönüşüm  

firmasına veriniz.  
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（11）Bu cihaz, FCC kuralların 15. Bölümüne uygundur. Çalıştırma aşağıdaki koşullara tabidir:  

                    Bu cihaz parazitlenmeye neden olmamalı ve dışardan gelen parazitlere karşı dayanıklı olmalıdır. 
 (a) This device may not cause harmful interference and 
 (b) This device must accept any interference received, including interference that may cause  

undesired operation. 
（12）For GST360A/B only: Surfaces that do not need to be touched to operate the equipment (contact 

time < 1 sec). 
（13）Yalnızca NGE için: Fiş parçasının pimleri hasar görmüşse güç kaynağı ünitesinin kullanılmaması 

gerektiğini  
belirtmek için. 

 
 Enerji Verimliliği 
 

Model identifier GST18A/B/E/U(05/07/09/12/15/18/24/28/48)-P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0/28.0/48.0 (V) 

Output current 3.0/2.0/2.0/1.5/1.2/1.0/0.75/0.64/0.375 (A) 

Output power 15.0W for 5.0/7.0V output 
18.0W for other 

Average active efficiency  >81.39% for 5V, >85.0% for other 

Efficiency at low load (10 %)  >81.6% (typ) 

No-load power consumption  <0.10W 
 

Model identifier GST25A/B/E/U(05/07/09/12/15/18/24/28/48)-P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0/28.0/48.0 (V) 

Output current 4.0/2.93/2.55/2.08/1.66/1.38/1.04/0.89/0.52(A) 

Output power 20.0W for 5.0V, 22.0W for 7.5V, 23.0W for 9.0V, 25.0W 
for other 

Average active efficiency  >83.35% for 5V, >86.35% for other 

Efficiency at low load (10 %) >81.7%(typ) 

No-load power consumption  <0.10W 
 
 
 
 
 
 
 
 



 

 

Model identifier GST36B/E/U(05/09/12/24/48)-P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/9.0/12.0/24.0/48.0 (V) 

Output current 4.3/3.11/3.0/1.5/0.75(A) 

Output power 21.5W for 5.0V, 28.0W for 9.0V, 36.0W for other 

Average active efficiency  >83.6% for 5V, >87.4% for other 

Efficiency at low load (10 %)  >82.4%(typ) 

No-load power consumption  <0.10W 
 

Model identifier GST40A(05/07/09/12/15/18/24/48)-P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 5.0/5.34/4.45/3.34/2.67/2.22/1.67/0.84 (A) 

Output power 25.0W for 5.0V 
40.0W for other 

Average active efficiency  >83.46% for 5V, >87.59% for other 

Efficiency at low load (10 %)  >84.54%(typ) 

No-load power consumption  <0.10W 
 

Model identifier GST60A(05/07/09/12/15/18/24/48)-P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 6.0/6.0/6.0/5.0/4.0/3.33/2.5/1.25(A) 

Output power 30.0W for 5.0V, 45.0W for 7.5V,  
54.0 W for 9.0V, 60.0W for other 

Average active efficiency  >85.07% for 5V, > 88% for other 

Efficiency at low load (10 %)  >85.0%(typ) 

No-load power consumption  <0.21W 
 
 
 
 
 
 



 

 

Model identifier GST90A(12/15/19/24/48)-P1M 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  12.0/15.0/19.0/24.0/48.0 (V) 

Output current 6.67/6.0/4.74/3.75/1.87(A) 

Output power 80.0W for 12.0V, 90.0W for other 

Average active efficiency  >88.0 % 

Efficiency at low load (10 %)  >86.1 %(typ) 

No-load power consumption  <0.21W 
 

Model identifier GST120A(12/15/20/24/48)-R7B/P1M 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  12.0/15.0/20.0/24.0/48.0 (V) 

Output current 8.5/7.0/6.0/5.0/2.5(A) 

Output power 102.0W for 12.0V, 105.0W for 15.0V, 120.0W for other 

Average active efficiency  >88.0 % 

Efficiency at low load (10 %)  >86.5 %(typ) 

No-load power consumption  <0.21W 
 

Model identifier GST160A(12/15/20/24/48)-R7B 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  12.0/15.0/20.0/24.0/36.0/48.0 (V) 

Output current 11.5/9.6/8.0/6.67/4.44/3.34(A) 

Output power 138.0W for 12.0V, 144.0W for 15.0V, 160.0W for other 

Average active efficiency  >88.0 % 

Efficiency at low load (10 %)  >80.0 %(typ) 

No-load power consumption  <0.21W 
 
 
 
 
 
 
 
 
 



 

 

Model identifier GST220A(12/15/20/24/36/48)-R7B 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  12.0/15.0/20.0/24.0/36.0/48.0 (V) 

Output current 15.0/13.4/11.0/9.2/6.1/4.6(A) 

Output power 180.0W for 12.0V, 201.0W for 15.0V,  
220.0W for 20.0V, 221.0W for 24.0V,  
219.6W for 36.0V, 221.0W for 48.0V 

Average active efficiency  >88.0 % 

Efficiency at low load (10 %)  >80.0 %(typ) 

No-load power consumption  <0.21W 
 

Model identifier GST280A(12/15/20/24/48)-C6P 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  12.0/15.0/20.0/24.0/48.0(V) 

Output current 21.0/17.0/13.0/11.67/5.84(A) 

Output power 252.0W for 12.0V,255.0W for 15.0V, 
260.0W for 20.0V,280.08W for 24.0V ,  
280.32W for 48.0V 

Average active efficiency  >89.5%  

Efficiency at low load (10 %)  >82.5% (typ) 

No-load power consumption  <0.50W 
 

Model identifier GST360A/B(12/15/24/36/48/55)-C6P/C8P 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  12.0/15.0/24.0/36.0/48.0/55.0 (V) 

Output current 27.5/22.7/15.0/10.0/7.5/6.55 (A) 

Output power 330.0W for 12.0V output, 340.5W for 15.0V output 
360.0W for other 

Average active efficiency  >88.0%  

Efficiency at low load (10 %)  >82.5% (typ) 

No-load power consumption  <0.50W 
 



 

 

Model identifier SGAS06E/U(05/07/09/12/15/24/48)-P1J 

Input voltage 230Vac 

Input AC frequency 50Hz 

Output voltage 5.0/7.5/9.0/12.0/15.0/24.0/48.0(V) 

Output current 1.0/0.8/0.66/0.5/0.4/0.25/0.125(A) 

Output power 5.0W for 5.0V, 6W for other 

Average active efficiency >75.91% for 5V, >81.27% for other 

Efficiency at low load (10 %) >72.22%(typ) 

No-load power consumption <0.10W 
 

Model identifier SGAS15A/B/E/U (05/09/12/15/24)-P1J 

Input voltage 230Vac 

Input AC frequency 50Hz 

Output voltage 5.0/9.0/12.0/15.0/24.0(V) 

Output current 2.4/1.66/1.25/1.0/0.625(A) 

Output power 12.0W for 5.0V, 15W for other 

Average active efficiency >81.60% for 5V, >84.92% for other 

Efficiency at low load (10 %) >79.85%(typ) 

No-load power consumption <0.10W 
 

Model identifier SGAS60E/U (05/12/15/24/48)-P1J 

Input voltage 230Vac 

Input AC frequency 50Hz 

Output voltage 5.0/12.0/15.0/24.0/48.0(V) 

Output current 6.0/5.0/4.0/2.5/1.25(A) 

Output power 30.0W for 5.0V, 60W for other 

Average active efficiency >86.22% for 5V, >89.02% for other 

Efficiency at low load (10 %) >84.59%(typ) 

No-load power consumption <0.15W 
 
 
 
 
 
 



 

 
Not: 
GSM serileri tıbbi 60601-1 yönetmeliğine uygundur. 
Aşağıdaki verimlilik parametreleri performans referansı içindir. 
 

Model identifier GSM06E/U(05/06/07/09/12/15/18/24)-P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/6.0/7.5/9.0/12.0/15.0/18.0/24.0(V) 

Output current 1.2/1.0/0.8/0.66/0.5/0.4/0.33/0.25(A) 

Output power 6.0W for all 

Average active efficiency  >68% for 5.0V, ＞74% for other 

Efficiency at low load (10 %)  >65% (typ) 

No-load power consumption  <0.30W 
 

Model identifier GSM12U05-P1J/USB,GSM12E/U(07/09/12/15/18/24/48)-
P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0(V) 

Output current 2.4/1.6/1.33/1.0/0.8/0.66/0.5/0.25(A) 

Output power 12.0W for all 

Average active efficiency  >80.0%  

Efficiency at low load (10 %)  >78% (typ) 

No-load power consumption  <0.075W(<0.1W for 18V/48V) 
 

Model identifier GSM18B/E/U(05/07/09/12/15/18/24/48)-P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0//48.0 (V) 

Output current 3.0/2.0/2.0/1.5/1.2/1.0/0.75/0.375 (A) 

Output power 15.0W for 5.0/7.0V output, 18.0W for other 

Average active efficiency  >81.39% for 5V, >85.0% for other 

Efficiency at low load (10 %)  >81.6% (typ) 

No-load power consumption  <0.10W 
 
 



 

 

Model identifier GSM25B/E/U(05/07/09/12/15/18/24/48)-P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 4.0/2.93/2.55/2.08/1.66/1.38/1.04/0.52(A) 

Output power 20.0W for 5.0V, 22.0W for 7.5V, 25.0W for other 

Average active efficiency  >83.35% for 5V, >86.35% for other 

Efficiency at low load (10 %) >81.7%(typ) 

No-load power consumption  <0.10W 
 

Model identifier GSM36B/E/U(05/07/09/12/15/18/24/48)-P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 4.5/4.32/4.0/3.0/2.4/2/1.5/0.75(A) 

Output power 22.5W for 5.0V, 32.4W for 7.0V, 36.0W for other 

Average active efficiency  >83.6% for 5V, >87.4% for other 

Efficiency at low load (10 %)  >82.4%(typ) 

No-load power consumption  <0.10W 
 

Model identifier GSM40A/B(05/07/09/12/15/18/24/48)-P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 5.0/5.34/4.45/3.34/2.67/2.22/1.67/0.84 (A) 

Output power 25.0W for 5.0V, 40.0W for other 

Average active efficiency  >83.46% for 5V, >87.59% for other 

Efficiency at low load (10 %)  >84.54%(typ) 

No-load power consumption  <0.10W 
 
 
 
 
 
 
 
 
 



 

 

Model identifier GSM60A/B/E/U(05/07/09/12/15/18/24/48)-P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 6.0/6.0/5.5/4.5/4/3.33/2.5/1.25(A) 

Output power 30.0W for 5.0V, 45.0W for 7.5V,  
49.5 W for 9.0V, 54.0W for 12V,  
60W for other 

Average active efficiency  >85.07% for 5V, > 88% for other 

Efficiency at low load (10 %)  >85.0%(typ) 

No-load power consumption  <0.21W 
 

Model identifier GSM90A/B(12/15/19/24/48)-P1M 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  12.0/15.0/19.0/24.0/48.0 (V) 

Output current 6.67/6.0/4.74/3.75/1.87(A) 

Output power 80.0W for 12.0V, 90.0W for other 

Average active efficiency  >88.0 % 

Efficiency at low load (10 %)  >87.1 %(typ) 

No-load power consumption  <0.21W 
 

Model identifier GSM120A/B(12/15/20/24/48)-R7B 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  12.0/15.0/20.0/24.0/48.0 (V) 

Output current 8.5/7.0/6.0/5.0/2.5(A) 

Output power 102.0W for 12.0V, 105.0W for 15.0V, 120.0W for other 

Average active efficiency  >88.0 % 

Efficiency at low load (10 %)  >86.3 %(typ) 

No-load power consumption  <0.21W 
 
 
 
 
 
 



 

 

Model identifier GSM160A/B(12/15/20/24/48)-R7B 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  12.0/15.0/20.0/24.0/36.0/48.0 (V) 

Output current 11.5/9.6/8.0/6.67/4.44/3.34(A) 

Output power 138.0W for 12.0V, 144.0W for 15.0V, 160.0W for other 

Average active efficiency  >88.0 % 

Efficiency at low load (10 %)  >87.6 %(typ) 

No-load power consumption  <0.21W 
 

Model identifier GSM220A/B(12/15/20/24/48)-R7B 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  12.0/15.0/20.0/24.0/48.0 (V) 

Output current 15.0/13.4/11.0/9.2/4.6(A) 

Output power 180.0W for 12.0V, 201.0W for 15.0V,  
220.0W for 20.0V, 221.0W for other 

Average active efficiency  >88.0 % 

Efficiency at low load (10 %)  >84.6 %(typ) 

No-load power consumption  <0.21W 
 

Model identifier OWA-60E-12/15/20/24/30/36/42/48/54 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  12.0/15.0/20.0/24.0/30.0/36.0/42.0/48.0/54.0 (V) 

Output current 5.0/4.0/3.0/2.5/2.0/1.67/1.5/1.25/1.12(A) 

Output power 60.0W for 12.0/15.0/20.0/24.0/30.0/48.0(V),  
60.12W for 36.0V, 63.0W for 42.0V, 60.48W for 54.0V 

Average active efficiency  >88.0 % 

Efficiency at low load (10 %)  >80.0 %(typ) 

No-load power consumption  <0.21W 
 
 
 
 
 
 



 

 

Model identifier OWA-90E-12/15/20/24/30/36/42/48/54 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  12.0/15.0/20.0/24.0/30.0/36.0/42.0/48.0/54.0 (V) 

Output current 7.5/6.0/4.5/3.75/3.0/2.5/2.15/1.88/1.67 (A) 

Output power 90.0W for 12.0/15.0/20.0/24.0/30.0/36.0(V),  
90.3W for 42.0V, 90.24W for 48.0V, 90.18W for 54.0V 

Average active efficiency  >88.0 % 

Efficiency at low load (10 %)  >79.0 %(typ) 

No-load power consumption  <0.21W 
 

Model identifier OWA-120E-(12/15/20/24/30/36/42/48/54) 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  12.0/15.0/20.0/24.0/30.0/36.0/42.0/48.0/54.0 (V) 

Output current 9.6/8.0/6.0/5.0/4.0/3.4/2.9/2.5/2.3 (A) 

Output power 115W for 12.0V, 120W for 15.0/20.0/24.0/30.0/48.0(V), 
122.4W for 36.0V, 121.8W for 42.0V, 124.2W for 54.0V 

Average active efficiency  >88.0 % 

Efficiency at low load (10 %)  >82.5 %(typ) 

No-load power consumption  <0.21W 
 

Model identifier OWA-200E-(12/20/24/36/42/48/54) 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  12.0/20.0/24.0/36.0/42.0/48.0/54.0(V) 

Output current 15.0/10.0/8.3/5.55/4.75/4.17/3.71(A) 

Output power 180W for 12.0V, 200W for 20V, 199W for other 

Average active efficiency  >91% for 12V, >92.5% for other 

Efficiency at low load (10 %)  >87.5%(typ) 

No-load power consumption  <0.15W 
 
 
 
 
 
 



 

 

Model identifier GS06E/U-(1/11/2/3/4/5/6/8) 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 1.0/0.8/0.66/0.5/0.4/0.33/0.25/0.125 (A) 

Output power 6W  

Average active efficiency  >78.88 % 

Efficiency at low load (10 %)  >73.0 %(typ) 

No-load power consumption  <0.10W 
 

Model identifier GS15-(1/1-1/2/3/4/5/6/8) 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 2.4/1.6/1.66/1.25/1.0/0.83/0.625/0.31 (A) 

Output power 12W for 5.0/7.5V, 15.0W for other 

Average active efficiency  >82.96% for 5/7.5V, >84.13% for other 

Efficiency at low load (10 %)  >79.0 %(typ) 

No-load power consumption  <0.10W 
 

Model identifier GP25A/B(13A/13D/14E/58F)-R1B 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  (+5.0,+12.0,-5.0)/(+5.0,+12.0,-12.0)/ (+5.0,+15.0,-15.0) / 
(+16.0,+48.0,-16.0)(V) 

Output current (2.5,1.2,0.3)/(2.5,1.0,0.3)/(2.5,0.8,0.3)/(1.05,0.087,1.05)(A) 

Output power 28.5W for 13A,28.0W for 13D,29.0W for 14E, 
37.77W for 58F 

Average active efficiency  >80% for 13A、13D，＞80.5% for 14E，＞85% for 58F 

Efficiency at low load (10 %)  >75.0 %(typ) 

No-load power consumption  <0.30W 
 
 
 
 
 
 



 

 

Model identifier GP50A(13A/13D/14E/58F)-R1B 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  (+5.0,+12.0,-5.0)/(+5.0,+12.0,-12.0)/(+5.0,+15.0,-15.0)/ 
(+16.0,+48.0,-16.0)(V) 

Output current (4.0,2.0,0.5)/(4.0,2.0,0.5)/(4.0,1.5,0.5)/(2.0,0.15,2.0)(A) 

Output power 46.5W for 13A,50.0W for 13D,50.0W for 14E,71.2W for 
58F 

Average active efficiency  >83.5% 

Efficiency at low load (10 %)  >79.0 %(typ) 

No-load power consumption  <0.30W 
 

Model identifier GC30B/E/U-(0/1/11/2/4/5/6)P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  4.2/5.6/7.2/8.4/14.3/16.8/28.6(V) 

Output current 4.0/3.99/3.0/3.0/2.09/1.6/1.04(A) 

Output power 16.8W for 4.2V,22.38W for 5.6V,21.6W for 7.2V, 
25.2W for 8.4V,30.0W for 14.3V,27.0W for 16.8V, 
30.0W for 28.6V 

Average active efficiency  >55% for 4.2V，＞70% for other 

Efficiency at low load (10 %)  >52% for 4.2V，＞67% for other (typ) 

No-load power consumption  <1.0W 
 

Model identifier SGA12-(5/7.5/9/12/15/18/24/48) 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 2.4/1.6/1.33/1.0/0.8/0.66/0.5/0.25 (A) 

Output power 12W  

Average active efficiency  >82.96 % 

Efficiency at low load (10 %)  >75.0 %(typ) 

No-load power consumption  <0.10W 
 
 
 



 

 

Model identifier SGA18-(5/9/12/15/18/24/48) 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 3.0/2.0/1.5/1.2/1.0/0.75/0.375 (A) 

Output power 15W for 5.0V, 18.0W for other 

Average active efficiency  >84.1 % for 5V, >85.0% for other 

Efficiency at low load (10 %)  >78.5 %(typ) 

No-load power consumption  <0.10W 
 

Model identifier SGA25-(5/7.5/9/12/15/18/24/48) 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 4.0/2.93/2.77/2.08/1.66/1.38/1.04/0.52 (A) 

Output power 20W for 5.0V, 22W for 7.5V, 25.0W for other 

Average active efficiency  >85.4% for 5V, >86.35% for other 

Efficiency at low load (10 %)  >81.0 %(typ) 

No-load power consumption  <0.10W 
 

Model identifier SGA40-(5/9/12/15/18/24/48) 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 5.0/4.44/3.33/2.66/2.22/1.67/0.84 (A) 

Output power 25W for 5.0V, 40.0W for other 

Average active efficiency  >86.35% for 5V, >87.6% for other 

Efficiency at low load (10 %)  >85.0 %(typ) 

No-load power consumption  <0.10W 
 
 
 
 
 
 
 
 
 



 

 

Model identifier SGA60-(5/7.5/9/12/15/18/24/48) 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 6.0/6.0/5.5/5.0/4.0/3.33/2.5/1.25 (A) 

Output power 30W for 5.0V, 45W for 7.5V, 50W for 9.0V,  
60.0W for other 

Average active efficiency  >86.95% for 5V, >87.73% for 7.5V, >89.0% for other 

Efficiency at low load (10 %)  >84.0 %(typ) 

No-load power consumption  <0.21W 
 

Model identifier GE12I-(5/7.5/9/12/15/18/24) 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0 (V) 

Output current 2.0/1.33/1.33/1.0/0.8/0.83/0.625 (A) 

Output power 10W for 5.0/7.5V, 12W for 9/12/15V, 15W for other 

Average active efficiency  >81.95% for 5.0/7.5V, >82.96% for 9/12/15V,  
>84.13% for other 

Efficiency at low load (10 %)  >72.1 %(typ) 

No-load power consumption  <0.10W 
 

Model identifier GE18I-(5/7.5/9/12/15/18/24/48) 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 2.4/1.73/2.0/1.5/1.2/1.0/0.75/0.375 (A) 

Output power 12W for 5.0V, 13W for 7.5V, 18W for other 

Average active efficiency  >82.96% for 5.0V, >83.38% for 7.5V, >85.00% for other 

Efficiency at low load (10 %)  >75.1 %(typ) 

No-load power consumption  <0.10W 
 
 
 
 
 
 



 

 

Model identifier GE24I-(5/7.5/9/12/15/18/24/48) 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 3.0/2.0/2.22/2.0/1.6/1.33/1.0/0.5 (A) 

Output power 15W for 5.0/7.5V, 20W for 9.0V, 24W for other 

Average active efficiency  >84.13% for 5.0/7.5V, >85.47% for 9.0V, >86.20% for 
other 

Efficiency at low load (10 %)  >75.8 %(typ) 

No-load power consumption  <0.10W 
 

Model identifier GE30I-(12/15/18/24) 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  12.0/15.0/18.0/24.0 (V) 

Output current 2.5/2.0/1.66/1.25 (A) 

Output power 30W  

Average active efficiency  >86.95%  

Efficiency at low load (10 %)  >83.7 %(typ) 

No-load power consumption  <0.10W 
 

Model identifier GEM06I05-P1J/USB,GEM06I（06/07/09/12/15/18/24） -
P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/6.0/7.5/9.0/12.0/15.0/18.0/24.0(V) 

Output current 1.2/1.0/0.8/0.66/0.5/0.4/0.33/0.25(A) 

Output power 6.0W for all 

Average active efficiency  >70% for 5.0V，＞74% for other 

Efficiency at low load (10 %)  >66 %(typ) 

No-load power consumption  <0.30W 
 
 
 
 
 
 



 

 

Model identifier GE40I-(5/7.5/9/12/15/18/24/36/48) 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0/36.0/48.0 (V) 

Output current 4.0/2.66/3.3/3.3/2.7/2.2/1.67/1.00/0.83 (A) 

Output power 20W for 5.0/7.5V, 30W for 9.0V, 40W for other 

Average active efficiency  >85.47% for 5.0/7.5V, >86.92% for 9.0V,  
>87.58% for other 

Efficiency at low load (10 %)  >77.3 %(typ) 

No-load power consumption  <0.10W 
 

Model identifier GSM12E/GEM12I-(5/7.5/9/12/15/18/24/48) 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 1.6/1.33/1.0/0.8/0.66/0.5/0.25 (A) 

Output power 12W  

Average active efficiency  >82.96% 

Efficiency at low load (10 %)  >72.96%(typ) 

No-load power consumption  <0.10W 
 

Model identifier GEM18I-(5/9/12/15/18/24/48) 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 3.0/2.0/1.5/1.2/1.0/0.75/0.375 (A) 

Output power 15W for 5.0V, 18.0W for other 

Average active efficiency  >84.1 % for 5V, >85.0% for other 

Efficiency at low load (10 %)  >81.0%(typ) 

No-load power consumption  <0.10W 
 
 
 
 
 
 
 



 

 

Model identifier GEM30I-(5/7.5/9/12/15/18/24/48) 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 4.0/3.33/3.33/2.5/2.0/1.66/1.25/.625 (A) 

Output power 20W for 5.0V, 25W for 7.5V, 30.0W for other 

Average active efficiency  >85.47% for 5V, >86.35% for 7.5V, >86.95% for other 

Efficiency at low load (10 %)  >81.0 %(typ) 

No-load power consumption  <0.10W 
 

Model identifier GEM40I-(5/9/12/15/18/24/48) 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 5.0/4.0/3.33/2.66/2.22/1.66/0.83 (A) 

Output power 25W for 5.0V, 36W for 9.0V, 40.0W for other 

Average active efficiency  >86.35% for 5V, >87.40% for 9.0V, >87.59% for other 

Efficiency at low load (10 %)  >85.0 %(typ) 

No-load power consumption  <0.10W 
 

Model identifier GEM60I-(5/7.5/9/12/15/18/24/48) 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V) 

Output current 6.0/6.0/5.5/4.5/4.0/3.33/2.5/1.25 (A) 

Output power 30W for 5.0V, 45W for 7.5V, 50W for 9.0V,  
54W for 12V, 40.0W for other 

Average active efficiency  >86.95% for 5V, >87.73% for 7.5V, >89.0% for other 

Efficiency at low load (10 %)  >83.0 %(typ) 

No-load power consumption  <0.21W 
 
 
 
 
 
 
 



 

 

Model identifier NGE12E/U/I05-P1J/USB,NGE12E/U/I (09/12/15/18/24)-
P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0//9.0/12.0/15.0/18.0/24.0(V) 

Output current 2.4/1.33/1.0/0.8/0.83/0.625(A) 

Output power 15W for 18/24V output,12W for other 

Average active efficiency  >82% for 5V,>86% for other 

Efficiency at low load (10 %)  >64.5% for 5V,>73.5% for other 

No-load power consumption  <0.075W 

Protective current (input) 2A 
 

Model identifier NGE18E/U/I(05/09/12/15/18/24)-P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/9.0/12.0/15.0/18.0/24.0(V) 

Output current 3.0/2.0/1.5/1.2/1.0/0.75(A) 

Output power 15W for 5V output,18W for other 

Average active efficiency  >82% for 5V,>87% for other 

Efficiency at low load (10 %)  >78% for 5V,>79.5% for other 

No-load power consumption  <0.075W 

Protective current (input) 2A 
 

Model identifier NGE30E/U/I(05/09/12/15/18/24/48)-P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/9.0/12.0/15.0/18.0/24.0/48.0(V) 

Output current 4.0/3.33/2.5/2.0/1.66/1.25/0.63(A) 

Output power 20W for 5V output,30W for other 

Average active efficiency  >82% for 5V,>87% for other 

Efficiency at low load (10 %)  >79% for 5V,>83.5% for other 

No-load power consumption  <0.075W 

Protective current (input) 3.15A 
 
 



 

 

Model identifier NGE45E/U/I(05/09/12/15/18/24/48)-P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/9.0/12.0/15.0/18.0/24.0/48.0(V) 

Output current 5.63/4.5/3.75/3.0/2.5/1.88/0.94(A) 

Output power 28.1W for 5V output,40.5W for 9V OUTPUT,45W for 
other 

Average active efficiency  >84% for 5V,>87% for other 

Efficiency at low load (10 %)  >80% for 5V,>85% for other 

No-load power consumption  <0.075W 

Protective current (input) 3.15A 
 

Model identifier NGE65E/U/I(05/09/12/15/18/24/48)-P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/9.0/12.0/15.0/18.0/24.0/48.0(V) 

Output current 6.0/5.96/4.88/4.34/3.62/2.71/1.36(A) 

Output power 30W for 5V output,53.6W for 9V OUTPUT,58.5W for 12V 
OUTPUT,65W for other 

Average active efficiency  >84% for 5V,>87% for other 

Efficiency at low load (10 %)  >80% for 5V,>85% for other 

No-load power consumption  <0.075W 

Protective current (input) 3.15A 
 

Model identifier NGE90E/U/I(12/15/18/24/48/55)-P1J 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  12.0/15.0/18.0/24.0/48.0/55.0(V) 

Output current 6.25/5.5/5.0/3.75/1.875/1.64(A) 

Output power 75/82.5/90/90/90/90.2(W) 

Average active efficiency  >90% 

Efficiency at low load (10 %)  >86% for 12V,>88% for other 

No-load power consumption  <0.1W 

Protective current (input) 3.15A 



 

 

Model identifier NGE100/NGE100U 

Input voltage  230Vac 

Input AC frequency  50Hz 

Output voltage  5.0/9.0/12.0/15.0/20.0(V) 

Output current USB C1/2(5.0V,9.0V,12.0V,15.0V) for 3A, USB C1/2 
20V for 5A,USB A1/2(5.0V for 3A,9.0V for 2A,12V for 
1.5A,20V for 0.9A) 

Output power 100W 

Average active efficiency  >88.5% 

Efficiency at low load (10 %)  83%forC1:20*0.5 

No-load power consumption  <0.3W 

Protective current (input) 3.15A 

Detaylı bilgi için lütfen aşağıdaki QR kodunu tarayın 

 
 
 
Manufacturer： 
MEAN WELL ENTERPRISES Co., LTD. 
No.28, Wuquan 3rd Rd., Wugu Dist.,  
New Taipei City 24891, Taiwan 
Tel: +886-2-2299-6100 
Web: www.meanwell.com 
 
Branch Office： 

China 
MEAN WELL (GUANGZHOU) ENTERPRISES Co., 
LTD. 
No.11, Jingu South Road, Huadong 
Town, Huadu Distric, Guangzhou, 
Gungzhou, China 
Tel: +86-20-3773-7100 
Web: www.meanwell.com.cn 

China 
SUZHOU MEAN WELL TECHNOLOGY Co., LTD. 
No.269 Changping Rd. , Huangdai Town, 
Xiangcheng District 
Suzhou, Jiangsu Province, China 
Post Code: 215152 
Tel: +86-512-6508-8600 
Web: www.meanwell.cc 

 

 
U.S.A. 
MEAN WELL USA, INC. 
44030 Fremont Blvd., Fremont, 
CA 94538, U.S.A. 
Tel: +1-510-683-8886 
Web: www.meanwellusa.com 

Europe 
MEAN WELL EUROPE B.V. 
Langs de Werf 8, 1185XT Amstelveen, The Netherlands 
Tel: +31-20-758-6000 
Web: www.meanwell.eu 
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Çin Halk Cumhuriyeti RoSH Uygunluk Beyanı 

  
  

Dünyayı korumak ve çevreye olan etkileri azaltmak amacı ile Çin Halk Cumhuriyetinin Elektrik 

Elektronik ürünlerde kullanılan tehlikeli maddelerin kullanımın sınırlandırılmasına ilişkin idari 

tedbirler için verdiği RoSH beyannamesine MEAN WELL olarak uygunluğumuzu onaylıyor ve 

duyuruyoruz.  
 
 
 

Çevre Dostu Kullanım Süresi Etiketi  
                       
                                  SJT 11364-2014, Elektrik Elektronik Ü rünlerde Tehlikeli Maddelerin                                                                           
                                         Kısıtlı Kullanımına ilişkin işaretleme  

                                        SJ/Z 11388-2009, Elektronik Bilişim Ürünlerinin Çevre Dostu Kullanım  
                                  Süresi Genel Yönergeleri EK B, Çevre Dostu Kullanım Süresin doğrulamak 
                                  İçin kullanılır 
 
 
 

Tehlikeli Madde Listelerinin Adları ve İçerikleri  
 
 

   Tehlikeli Maddeler   
       

Parça Adı 
Kurşun      Civa Kadminyum Hekzavalent Polibromlu Polibromlu 

   
     Krom bifeniller difenil eter     

 (Pb) (Hg) (Cd) (Cr
6+

) (PBB) (PBDE) 

 PCB ve onun  

X O X O O O  bileşenleri  
      

       

Metal iskelet  

X O O O O O 
parçaları       

       

 Plastik iskelet  

O O O O O O  parçaları 
      

       

 Aksesuarlar O O O O O O 
       

 Kablolar X O O O O O 
        

O: Bu ürünün homojen materyali içerisindeki tehlikeli maddelerin konsantrasyonu GB/T 26572-2011 
tarafından belirlenen konsantrasyon limitlerinden düşüktür.  

X: Bu ürünün homojen materyali içerisindeki tehlikeli maddelerin konsantrasyonu GB/T 26572-2011 
tarafından belirlenen konsantrasyon limitlerinden üzerindedir; ancak 2011/65/ EU tarafından tavsiye edilen 
standartları karşılar.  



 

 

 

 Ç in Halk Cumhuriyeti VOC Uygunluk 
Beyannamesi 
 

 

 

 Çevre üzerindeki etkileri azaltmak ve dünyayı koruma konusunda daha fazla 

sorumluluk almak için MEAN WELL, Çin'in Standardizasyon İdaresi VOC 

Standartlarına uygunluğu onaylıyor ve duyuruyor. 
 
 
 

 

Standart No. Standart Adı   
  

GB 30981-2020 Endüstriyel koruyucu kaplamaların zararlı madde sınırı 
  

GB 33372-2020 Yapıştırıcıdaki uçucu organik bileşik içeriği için sınırlar 
  

GB 38507-2020 
Uçucu organik bileşikler (VOC’ler) için sınırlar. Baskı 
mürekkebindeki 

  

GB 38508-2020 Temizlik maddelerindeki uçucu organik bileşik içeriği sınırları 
   

 



 

 

 

 

Declaration of Five PBT TSCA Conformity 
 

In order to reduce the impacts on the environment and take the more responsibility 

for protecting the earth, MEAN WELL hereby confirms that MEAN WELL product 

series comply with Use and Risk Management for Five PBT Chemicals under TSCA 

section 6(h) 
 

 

CAS No. Substance Name 

1163-19-5 Decabromodiphenyl ether (DecaBDE) 

68937-41-7 
Phenol, isopropylated, phosphate (3:1)  

PIP (3:1) 

732-26-3 2,4,6-Tris (tert-butyl) phenol (2,4,6-TTBP) 

133-49-3 Pentachlorothiophenol (PCTP) 

87-68-3 Hexachlorobutadiene (HCBD) 

 
 

 


	Çevre Dostu Kullanım Süresi Etiketi
	Tehlikeli Madde Listelerinin Adları ve İçerikleri



